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The UK is facing tremendous challenges in tackling food waste diversion from landfill. Whilst much effort
has been made to prevent food waste, there is still a lack of attention and strategic approach in dealing
with resource recovery and valorisation of food waste. This paper presents a systematic framework for
sustainable organic waste management and valorisation in the UK through (i) review of current policy
framework; (ii) analysis of resource recovery potential from food waste at national, community and
organisational levels; (iii) proposition of alternative waste management strategies; and (iv) examination
of challenges and opportunities with respect to economic, environment and social dimensions of sus-
tainability of waste management strategies. The paper explores valorisation of source-segregated food
waste and mixed waste from the supermarket and households into electricity and transportation fuels,
through partially and completely decentralised configurations using anaerobic digestion and gasification
technologies. This study demonstrates a potential for reducing the cost of electricity and greenhouse gas
emissions of one supermarket store by 12% when adopting partially decentralised food waste anaerobic
digestion strategy, and full substitution of fossil fuel based electricity with net surplus renewable elec-
tricity generation through complete decentralisation of mixed waste gasification. Therefore, a more in-
tegrated, circular and advanced technological approach in waste management should be undertaken as it
can lead to a wider range of socio-economic and environmental advantages to the local community,
highly essential in the UK.
© 2019 The Authors. Published by Elsevier Ltd. This is an open access article under the CC BY license
(http://creativecommons.org/licenses/by/4.0/).1. Introduction
Food waste is urgently needed to be reduced and diverted from
the landfill, as advocated by The UK's Clean Growth Strategy (HM
Government, 2017), Resources and Waste Strategy for England (HM
Government, 2018), the Roadmap to a Resource Efficient Europe
(COM/2011/0571) (European Commission, 2011) and the United
Nations Sustainable Development Goals (SDG) 12.3 (United
Nations, 2015). At present, the UK policy suggests a socially-
oriented voluntary approach to waste management, through pre-
vention of food surplus which is safe for human consumption (e.g.
education, relabelling “best before” and “use by” dates on food,
redistribution to charities), whilst paying limited attention tor Ltd. This is an open access articlerecovery of valuable resources from food waste. Conventional
approach to dealing with food waste in the UK includes compost-
ing, energy recovery through anaerobic digestion (AD) and incin-
eration. These practices are widely adopted in the UKmainly due to
government support (e.g. subsidies) offered to these technologies.
However, these technologies have limited the potential for uti-
lisation of resources embedded in food waste. Most of the policy
discussions are focusing on household food wastewhile food waste
from commercial organisations are often overlooked (European
Parliament, 2017). In the present context, supermarkets, i.e. large,
out-of-town stores with own land, can play a key role in improving
the efficiency of waste management processes at local community
level throughmonitoring and controlling food purchase and supply
as well as food surplus and waste (Schanes et al., 2018). A signifi-
cant amount of food waste is concentrated at the supermarket
which can be exploited conveniently to produce value-added
products such as transportation fuel and electricity and can beunder the CC BY license (http://creativecommons.org/licenses/by/4.0/).
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sustainable resource management and maximum environmental
and socio-economic benefits, it is highly recommended to trans-
form the current waste management approaches from a linear
“take-make-dispose” model to a circular economy model (Ellen
MacArthur Foundation, 2014; European Parliament, 2017; HM
Government, 2018) where waste becomes a resource to another
value-added production process. Concerted efforts in research and
innovation are needed at all levels (e.g. social, technological and
commercial) to realise a feasible circular economy in waste man-
agement and thereby enhance resource efficiency (Stahel, 2016).
Food waste problem should be addressed at a system level
through multi-stakeholder collaboration and interactions between
various business and industrial sectors (Halloran et al., 2014;
European Parliament, 2017). A community-based approach in
waste management (Muller and Hoffman, 2001) is practised in
developing countries due to limited governance of local authorities
in managing the solid waste problems in rural areas. This approach
can be adopted in the UK by enhancing participation of domestic,
commercial and waste management sectors. Nevertheless, the
impacts and benefits of adopting such a collaborative, decentralised
approach in waste management in the UK and the effectiveness of
utilising food or mixed waste from the local community into value-
added production have not been well studied. Therefore, further
research is needed to address these knowledge gaps and to develop
an alternative strategy for future waste management in the UK.
This research aims to explore the potential of recovering and
valorising source-segregated food waste and mixed waste from the
commercial (i.e. supermarket) and domestic (i.e. households) sec-
tors into electricity and transportation fuel production, and how
circular economy thinking can be incorporated in waste manage-
ment strategy in supermarkets and their adjacent communities
through synergistic utilisation of resources, i.e. an integrated and
collaborative approach. This paper presents a new framework for
dealing with organic waste using a synergistic approach coined
Systems Thinking Approach to Resource Recovery (STARR), and
demonstrates its application using a case study of the UK. The
proposed STARR framework comprises review of waste manage-
ment policies at national level; followed by strategising waste
management and valorisation through multilevel system analysis,
scenario creation and sustainability assessment; and providing
recommendations. The framework has been applied on the food
waste management scenarios in the UK.
Section 2 examines the challenges of the existing waste man-
agement approaches and practices by reviewing current national
policies. Section 3 outlines themethodology for design and analysis
of alternative waste management strategies. Section 4 details the
recovery and valorisation of food and mixed waste using a case
study of the UK. Finally, the paper draws conclusions and recom-
mendations in Section 5.
2. Review of food waste management approaches
2.1. Sustainability of food waste management
Centralised waste processing, where waste is collected from
discrete sources and transported to a large-scale processing facility
has been a preferred method in almost every country including the
UK, where economies of scale and transport cost are the main
drivers (Gorecki et al., 2010). Alternatively, decentralising the waste
processing facility by locating it closer to the source of waste gen-
eration can be adopted, and this strategy may bring certain eco-
nomic, environmental and social benefits (Righi et al., 2013;
Pleissner, 2016; Venus et al., 2018). There is a pressing need tomove
towards a more advanced technological approach in valorising foodwaste into higher value applications such as fuels and chemicals via
biorefinery technologies (Lin et al., 2013; Luque and Clark, 2013;
Sadhukhan et al., 2014). Much research has been ongoing on food
waste valorisation into chemicals including succinic acid (Patsalou
et al., 2017) and lactic acid (Venus et al., 2018); biofuels such as
biodiesel and bioethanol (Karmee and Lin, 2014); and biopolymers
such as plastics (Nistico et al., 2017). Commercialising these valor-
isation technologies in the UK is still challenging due to the lack of
government support whereas the economic viability of imple-
menting these technologies has not yet been guaranteed.
Various frameworks are offered in the literature which are
particularly useful for high-level strategy assessment and planning.
These include the Integrated Sustainable Waste Management
(ISWM) framework developed by Van de Klundert and Anschütz
(2001) that consists of three dimensions: stakeholders, waste sys-
tem elements and sustainability aspects. A refined framework using
a “two-triangle” representation proposed by Scheinberg et al.
(2010) and Wilson et al. (2013), taking into account public health,
environment, 3R (reduce, reuse, recycle) and the “soft” governance
aspect including inclusivity of users and service providers, financial
sustainability as well as sound institutions and proactive policies. A
multi-dimensional evaluation approach for resource recovery from
waste system was proposed by Iacovidou et al. (2017a; 2017b) to
capture the “complex values” of the environmental, economic, so-
cial and technical benefits and impacts. A framework with greater
focus on integrated system design and sustainability analysis, based
on a combination of the circular economy (Ellen MacArthur
Foundation, 2014), industrial ecology (Clift and Druckman, 2015)
and design for sustainability/Hannover principles (William
McDonough & Partners, 1992), is desirable for developing food
waste management and valorisation strategies.
The core idea of circular economy concept (Ellen MacArthur
Foundation, 2014) is to preserve the value of materials and prod-
ucts for a longer period of time by closing the loop of product life
cycles. By doing this, input of virgin materials and energy can be
minimised, or ideally be avoided, and hence the environmental
burdens associated with resource extraction, production, con-
sumption and disposal can be reduced (Iacovidou et al., 2017a;
Cobo et al., 2018). Industrial ecology (Clift and Druckman, 2015)
advocates for exploitation of interactions between industrial ac-
tivities and ecological systems where waste and by-products from
one activity become an input to another process. The exchange of
materials and energy in the system can be quantified usingmaterial
flow analysis (Brunner and Rechberger, 2004), which is an impor-
tant tool for accounting stocks and flows within a defined system
boundary. Design for sustainability or Hannover principles
(William McDonough & Partners, 1992) emphasise the interde-
pendence of economic and social development with nature as well
as elimination of the concept of waste. The common grounds of all
the above principles are to treat waste as resource and adopt a
whole systems approach in designing resource supply. The systems
should be explored using sustainability assessment (Santoyo-
Castelazo and Azapagic, 2014), a holistic tool used for evaluating
benefits and impacts of the system design by considering economic,
environmental and social dimensions.
2.2. Current UK food waste management approach and policies
2.2.1. Regulatory framework
Most of the foodwaste reduction initiatives in the UK are carried
out on a voluntary basis (Priestley, 2016; Filimonau and Gherbin,
2017). The UK waste management policies are primarily influ-
enced by the EU Waste Framework Directive (Directive 2008/98/EC)
(European Commission, 2008). The UK exercises “polluter pays
principle” (Article 14) and “extended producer responsibility”
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(Directive 2008/98/EC) (European Commission, 2008) where
various stakeholders in the supply chain (e.g. food manufacturers,
distributors and consumers) are responsible for food waste gener-
ated and associated disposal costs at respective stages. Under the
Directive, the UK is required to meet a minimum 50% recycling
target of household waste by 2020 (European Commission, 2008).
In addition, it is also mandatory to meet the reduction targets of
biodegradable municipal solid waste going to landfill of 75% by
2010, 50% by 2013 and 35% by 2020, compared to the 1995 baseline
level, as set out in the EU Landfill Directive (Directive 1999/31/EC)
(European Commission, 1999). The ultimate goal is to eliminate
food waste disposal to landfill, recognising that landfilling is the
least preferable option. The EU has officially adopted the Circular
Economy package on 4th July 2018 where Member States including
the UK are required to meet the mandatory recycling targets of
municipal waste of 55% by 2025 and 65% by 2035 (European
Parliament, 2018). In the context of food waste (as well as other
types of biowaste), separate collection must be undertaken and
reduction targets have been set at 30% by 2025 and 50% by 2030
(European Parliament, 2018).
Fig.1 shows the foodwaste hierarchy adopted in the UK, built on
the principles outlined in the EU Waste Framework Directive
(Directive 2008/98/EC) (European Commission, 2008). This
approach has been incorporated into the UK legal framework
through the Waste (England and Wales) Regulations 2011, the Waste
Regulations (Northern Ireland) 2011, and the Waste (Scotland) Reg-
ulations 2012 (House of Commons, 2017). The food waste hierarchy
suggests that prevention is the most preferable option for food
surplus where raw materials, ingredients and products should be
minimised wherever possible. The fraction of food surplus that is
safe for consumption should then be redistributed to human or
used as animal feed. Non-preventable food surplus which is not
safe for consumption is considered as “food waste”. The current
foodwastemanagement practices are primarily focusing on AD and
composting (recycling); incineration with energy recovery (recov-
ery); and least preferably, landfill or incineration without energy
recovery (disposal). Although energy recovery from waste is
currently preferred in the UK, it is timely to consider higher value
product generation from waste through valorisation.Fig. 1. Food waste management hierarch2.2.2. Waste management strategies and practices
The UK has not yet adopted a unified approach in food waste
management across England, Scotland, Wales and Northern Ireland
(Priestley, 2016). Although food waste management (including
collection, processing and disposal) has been regulated in the UK,
food waste reduction (e.g. donation or redistribution of food sur-
plus) has been carried out on a voluntary basis (House of Commons,
2017). Resource recovery from food waste can be carried out more
effectively if separate food waste collection service is provided.
Despite separate food waste collection has been made mandatory
in Scotland, while Wales and Northern Ireland have also shown
significant improvement in achieving higher recycling rate of food
waste, the situation in England has not been improved since the
legislation has not beenmademandatory and local authorities have
different approaches to separate foodwaste collection. In fact, there
are only less than half of the local authorities in England offering
such service (Hogg et al., 2016). The main barriers to the uptake of
separate food waste collection include the uncertainty of recov-
ering the cost of food waste collection and insufficient funding to
support the collection services (economic factors); and low
participation rate of households, i.e. perception that “separating
food waste for collection is unpleasant and smelly” or the “yuck”
factor (social factors) (Brook Lyndhurst, 2010; Hogg et al., 2016). It is
hence essential to revise and standardise the strategies for food
waste management while improving the regulations to enforce
effective separate food waste collection and reduction strategies to
be undertaken at different levels, enabling the UK to move towards
zero waste to landfill.2.2.3. Government support schemes
The UK Government currently promotes food waste to be
recycled through AD to produce biogas and digestate and hence
diverting the waste from landfill (Priestley, 2016; House of
Commons, 2017). AD has been claimed to be an environmentally
sound option in the Anaerobic Digestion Strategy and Action Plan
(DEFRA, 2011) and has been supported through various financial
incentives including the Feed-in Tariff (FiT) and the Renewable Heat
Incentive (RHI). FiT has been created to promote renewable elec-
tricity generation technologies including AD and the scheme sup-
ports capacity of installation for up to 5MW, except for micro
combined heat and power (micro-CHP) which is only 2 kW (Ofgem,
2016). RHI supports a wide range of renewable heat technologiesy adopted in the UK (WRAP, 2017a).
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systems), biomethane injection and so on (Ofgem, 2018a). In
addition to FiT and RHI, AD is also eligible for Contract for Differ-
ence (CfD) for a generating capacity above 5MW (The Stationery
Office, 2014). Apart from the support for renewable electricity,
the UK is also offering incentives in the form of tradeable certifi-
cates e Road Transport Fuel Certificates (RTFC) for renewable fuel
such as biomethane. RTFC is more relevant to the owners who
supply fossil fuel based electricity and transportation fuel in a large
scale generating facility (i.e. supplying over 450,000 L of fossil fuels)
(Department for Transport, 2011). It can be seen that there are still
rooms for improvement in the government support schemes to
further promote technologies relevant to resource recovery from
waste.3. Methodology
The STARR framework, presented in Fig. 2, has been developed
based on the principles of circular economy (Ellen MacArthur
Foundation, 2014); industrial ecology (Clift and Druckman, 2015);
and design for sustainability/Hannover principles (William
McDonough & Partners, 1992). This study proposed three-stage
analysis of the sustainable resource recovery and valorisation sys-
tem (see Fig. 2): (1) multilevel system analysis; (2) scenario crea-
tion; and (3) sustainability assessment.
Multilevel system analysis: Material flow analysis (Brunner and
Rechberger, 2004) using the multilevel system approach (Liu and
Müller, 2013; Ng et al., 2016) has been carried out using Sankey
diagrams to examine the flow of resources within the system
boundary, from national level (i.e. country), through community
level (i.e. households) to organisational level (i.e. supermarket). The
main implications that can be derived from the material flow
analysis are: (i) the availability of food waste from different sources
can be used to determine the opportunity of resource utilisationFig. 2. Framework for Systems Thinking Apfrom different sectors (source analysis); and (ii) the flows of food
waste to different treatment routes that determine the maximum
resource recovery and valorisation potential (sink analysis).
Multilevel system analysis was proposed by Liu and Müller (2013)
and Ng et al. (2016) and demonstrated in their case studies for
sustainable resource management (i.e. aluminium and zinc) to
quantify resource flows at different levels. Multilevel system anal-
ysis enables systematic examination of the quantity (i.e. amount of
food waste generation) and quality (i.e. nature of food waste gen-
eration) of the resources which gives reliable estimation for
generating pragmatic scenarios and informing policy and decision-
making at different levels. The sector which generates the highest
resource flow at the national level has been selected for subsequent
analysis since it possesses the greatest resource recovery potential.
Synergistic utilisation of resources requires integration of two or
more sectors and hence the analyses at community and organisa-
tional levels have been undertaken to examine the quantity and
quality of resources that can potentially be utilised. The results from
the multilevel system analysis have been used as the basis for
formulating the relevant scenarios and have subsequently been
employed in the sustainability assessment.
Scenario creation: Systematic formulation of scenario is an
important step after multilevel evaluation of resource flows in view
of identifying appropriate technological designs, location and
resource utilisation strategies. The scenarios have been further
examined and compared through sustainability assessment. Sce-
narios have been developed to explore business-as-usual systems
as well as alternative systems by considering (i) configuration and
(ii) technology of waste processing. For business-as-usual systems,
centralised waste processing configuration using mature (existing)
technologies has been adopted as the base case to compare against
alternative systems. Alternative systems include decentralised
configuration using existing or emerging waste processing tech-
nologies. In view of creating a resource efficient economy, theproach to Resource Recovery (STARR).
Fig. 3(a). Material flow analysis of food waste generation from the UK post-farm gate
sectors and distribution. All flows are reported in million t/y, valid in year 2017. Data is
obtained from WRAP (2017a).
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“waste as a resource” strategy (Ellen MacArthur Foundation, 2014;
European Parliament, 2017) and design for sustainability principles
(William McDonough & Partners, 1992) that promote waste
diversion from landfill (disposal practices) to recycling or reuse and
recovery practices and hence reducing virgin resources consump-
tion. A systems thinking design strategy with the consideration of
economic, environmental and social aspects has been incorporated
in the scenarios. In this study, the utilisation, recovery and valor-
isation of waste from the supermarket and households at a
decentralised scale, together with their integration within the
associated local community has been studied. In this context, en-
ergy recovery from waste and valorisation of waste into higher
value products such as transportation fuel have been considered.
Sustainability assessment: The impacts and benefits of the
scenarios have been examined through sustainability assessment
which considers economic, environmental and social dimensions
(Sadhukhan et al., 2014; Santoyo-Castelazo and Azapagic, 2014).
This is a holistic assessment approach which takes into account
integrated thinking of the system from different perspectives and it
allows us to make sound decisions and assertions of what action
should be taken in order to make the system more sustainable.
Economic cost-benefit analysis examines the investment costs of
the facility, value of product generated from waste valorisation,
fiscal incentives and transportation cost of waste. Greenhouse gas
(GHG) emission has been used as the indicator for the environ-
mental impact assessment in the present context since it is widely
adopted in environmental reporting (DEFRA, 2013) as specified in
PAS 2050 (British Standards Institution, 2011) and GHG Protocol
(World Resources Institute and World Business Council for
Sustainable Development, 2004). For social dimension, public
acceptance and participation with respect to social function and
equity and level of involvement; health and safety and job creation
have been explored (Santoyo-Castelazo and Azapagic, 2014;
Iacovidou et al., 2017b).
Sources of data
Multilevel system analysis: The present study has adopted
secondary data fromWRAP and Tesco in conducting the multilevel
system analysis. WRAP has published comprehensive food waste
data at the national level (WRAP, 2017a) of which the data related
to the amount of food waste in each stream has been adopted in the
present study. This data has been estimated using various sources
of raw data include WasteDataFlow, Down the Drain and Kitchen
Diary (WRAP, 2013a). With respect to organisational level analysis,
the availability of food waste from supermarkets that can poten-
tially be recovered or valorised has been examined using the
published data from Tesco (2017). Tesco has been studied because it
is the largest grocery in the UK with market share of 19% (DEFRA,
2017) and the data is readily available, transparent and compre-
hensive, thus giving high confidence to the analysis. Tesco esti-
mated the amount of food waste generated from their organisation
based on a number of primary data sources, including retail waste,
depot waste, product data, self-scan data, bakery weights data,
Community Food Connection Donations and other charity data,
colleague shop and animal feed tonnage (Tesco, 2018).
Sustainability assessment: The mass and energy balances in-
formation of the technical systems as well as the data used for
economic and environmental assessment have been collected from
secondary data sources. For AD, the mass and energy data have
been collected from the published studies by Achinas et al. (2017),
Banks et al. (2011) and Saur and Milbrandt (2014), while the eco-
nomic data such as the capital costs have been collected from
Redman (2010). For gasification, the studies by Hu et al. (2015) and
Young (2010) have been adopted to estimate the mass and energy
balances while the data from Yassin et al. (2009) has been used forestimating the capital cost. The cost of electricity, FiT and gate fees
have been obtained from BEIS, Ofgem and WRAP, respectively. The
prices of products such as hydrogen and methane have been
collected from ITM and CNG Europe, respectively. For environ-
mental assessment, GHG conversion factor has been obtained from
BEIS.
4. Application of STARR framework to a case study of
resource recovery and valorisation of waste in the UK
4.1. Multilevel system analysis
4.1.1. National level (the UK)
In the UK, a total of 10 million t/y of post-farm gate food waste is
generated, primarily contributed by households (71%; 7.3 million t/
y), manufacturing (17%; 1.7 million t/y), hospitality and food service
(9%; 0.9 million t/y) and retail and wholesale (2%; 0.2 million t/y)
(WRAP, 2017a). A material flow diagram showing the generation,
distribution, treatment and disposal of food waste in the UK is
illustrated in Fig. 3(a). The source analysis (left side of the diagram)
has shown that there is a great opportunity of utilising the food
waste from households (i.e. since it is the main source of foodwaste
generation). Apart from the food surplus which is considered safe
for consumption (0.30 million t/y), the fraction of food waste which
is currently sent for recycling through AD or composting (1.80
million t/y), recovery through incineration (3.80 million t/y) and
disposal to landfill (4.25 million t/y) can potentially be recovered
and valorised, according to the sink analysis (right side of the dia-
gram). Therefore, the fraction for potential resource recovery and
valorisation is 9.85 million t/y for the whole UK. It should be noted
that the waste arising from the consumption of drinks has been
included in the household food waste data but not in the other
sectors, due to the nature of the data collection and reporting by
WRAP (WRAP, 2017a).
4.1.2. Community level (Households)
The main source of food waste generation in the UK are
households (see Fig. 3(a)). A material flow analysis of household
food waste management is illustrated in Fig. 3(b). WRAP catego-
rises food waste generated from households into avoidable,
possibly avoidable and unavoidable fractions. Based on the source
analysis (left side of the diagram), it has been estimated that 4.4
million t/y (60%) of food waste from households are avoidable,
followed by possibly avoidable fraction of 1.3 million t/y (18%) and
unavoidable fraction of 1.6 million t/y (22%).
Based on the sink analysis (right side of the diagram), food (and
Fig. 3(b). Material flow analysis of household food waste distribution. All flows are
reported in million t/y, valid in year 2016/17. Data is obtained from WRAP (2017a).
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landfill (3.5 million t/y; 50% of total), followed by recovery through
incineration and landspreading (2.3 million t/y; 34% of total) and
recycling through AD and composting (1.1 million t/y; 16% of total).
A total amount of food waste of 7.3 million t/y from all households
in the UK can be considered as potential feedstock for recovery and
valorisation. This is equivalent to 2683.8 t/y of food waste gener-
ated in one community, assuming that there are 27.2 million
households in the UK (Office for National Statistics, 2017) and a
community size consisting of 10,000 households.4.1.3. Organisational level (Supermarket)
Based on the source analysis (left side of the diagram) in
Fig. 3(c), the food surplus of 38,696 t/y are considered safe for hu-
man consumption while 32,482 t/y are not safe for human con-
sumption. The food surplus safe for human consumption is donated
to charities through redistribution network (5700 t/y; 8%) and an-
imal feed (18794 t/y; 26.4%). The food surplus which is not safe for
human consumption of 46,684 t/y is sent to AD (38,653 t/y; 54.3%)
and incineration (8031 t/y; 11.3%). It has been claimed that no foodFig. 3(c). Material flow analysis of supermarket food surplus/waste distribution. All
flows are reported in t/y, valid in year 2016/17. Data is obtained from Tesco Annual
Report 2017) (Tesco, 2017).surplus is sent directly to the landfill from the supermarket (Tesco,
2017). Based on the sink analysis (right side of the diagram), the
food surplus distribution in Fig. 3(c) implies that the food surplus
from Tesco (all stores in the UK) available for resource recovery and
valorisation is 46,684 t/y (those sent to AD and incineration), where
this has considered only the food surplus which is not safe for
human consumption. This fraction accounts for 65.6% of the total
food surplus generated from Tesco.
4.2. Scenario creation
Circular economy and design for sustainability concepts have
been incorporated in the design of the waste management and
valorisation system by considering the aspects of configuration and
technology.
4.2.1. Configuration
Fig. 4(a) illustrates the base case where mixed waste is collected
and delivered to a centralised waste management facility. The base
case represents a linear model (without resource recovery and
valorisation) where (i) fossil fuel based electricity from the national
grid is supplied to the supermarket and households; (ii) no separate
food waste collection; and (iii) no value-added product generation.
In this study, decentralised waste management strategies with
circular economy model (with resource recovery and valorisation)
have been proposedwhere the foodwaste valorisation facility is co-
located with a supermarket (i.e. without incurring any trans-
portation cost of waste), and the value-added product generated is
used locally by the supermarket or households.
A partially decentralised waste management strategy, Alterna-
tive Strategy 1 (AS1) (see Fig. 4(b)) has been proposed where
source-segregated food wastes from the supermarket and house-
holds are sent to the supermarket-based valorisation facility
(collection and transportation of food waste are managed by either
household residents or supermarket), while mixed wastes are
collected and sent to the centralised waste management facility
which is managed by waste management companies and local
authorities. Alternative Strategy 2 (AS2), shown in Fig. 4(c) is a
completely decentralised waste management strategy where
mixed wastes from the supermarket and households are sent to the
supermarket-based valorisation facilities, while centralised waste
management facility can be eliminated. Collection and trans-
portation of mixed waste from households can be managed by
residents, supermarket or local authority. The food or mixed waste
valorisation facility generates energy and transportation fuels
which can be supplied to the supermarket and/or local community.
4.2.2. Technology
The present study has considered food waste AD and mixed
waste gasification technologies. AD generates biogas which mainly
consists of methane and carbon dioxide. The biogas is suitable to be
used for power generation and can also be upgraded to trans-
portation fuels (i.e. biomethane). Apart from biogas, AD also pro-
duces digestate which can be used as fertiliser. AD has been
selected because this food waste treatment technology is widely
adopted in the UK and is currently supported by the UK govern-
ment (Priestley, 2016; House of Commons, 2017). On the other
hand, gasification has been chosen to be the technology to handle
mixed waste because it is flexible in terms of feedstock utilisation
and product generation (Ng et al., 2017). Gasification is a technol-
ogy that converts carbonaceous materials into syngas at high
temperature. The syngas mainly consists of carbon monoxide and
hydrogen which can further be upgraded into electricity, fuels and
chemicals (Ng et al., 2013; Sadhukhan et al., 2014).
Fig. 4(a). : Centralised mixed waste management strategy e Base case (S: Supermarket; H: Households; C-WMF: Centralised waste management facility).
Fig. 4(b). Partially decentralised food and mixed waste management strategy e AS1 (S: Supermarket; H: Households; C-WMF: Centralised waste management facility; V:
Decentralised valorisation facility).
Fig. 4(c). Completely decentralised mixed waste management strategy e AS2 (S: Supermarket; H: Households; V: Decentralised valorisation facility).
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Based on the proposed waste management configurations and
technologies, the following three scenarios have been generated for
detailed analysis:
 Scenario 1 (Fig. 5(a)): Partially decentralised food waste man-
agement (AS1) through AD and biogas CHP for electricity gen-
eration. This scenario considers the current widely promoted AD
technology with energy recovery in the UK. AD-E, FW denotes
anaerobic digestion of food waste for electricity generation.
 Scenario 2 (Fig. 5(b)): Partially decentralised food waste man-
agement (AS1) through AD and valorisation of biogas for fuel
(methane or hydrogen) production. This scenario presents the
modified AD technology for fuel production which has the po-
tential of becoming the next generation of waste valorisation
technology. AD-CH4, FW and AD-H2, FW denote anaerobic
digestion of food waste for methane and hydrogen production,
respectively. Scenario 3 (Fig. 5(c)): Completely decentralised mixed waste
management (AS2) through gasification and valorisation of
syngas for electricity or fuel (hydrogen) production. This sce-
nario offers a futuristic case where a more flexible and advanced
technological platform has been used. GAS-E, MW and GAS-H2,
MW denote gasification of mixed waste for methane and
hydrogen production, respectively.
Scenario 1 (Fig. 5(a)) presents a partially decentralised waste
management strategy (AS1) where source-segregated food waste is
treated and valorised in an on-site waste management facility at
the supermarket while mixed waste is sent to the centralised waste
management facility. The AD facility generates biogas which is
subsequently converted into electricity through CHP. The electricity
is used to meet the internal electricity demand in AD and also part
of the electricity demand of the supermarket or households. AD
also produces digestate which can be used as fertiliser for local
agriculture. It has been assumed that the heat generated is used
Fig. 5(a). Scenario 1 e AS1 with AD-E, FW. Partially decentralised food waste management through AD and biogas CHP for electricity generation. AD facility is located on-site at the
supermarket.
Fig. 5(b). Scenario 2 e AS1 with AD-CH4/H2, FW. Partially decentralised food waste management through AD and valorisation of biogas for fuel (methane or hydrogen) production.
AD facility is located on-site at the supermarket.
Fig. 5(c). Scenario 3 e AS2 with GAS-E/H2, MW. Completely decentralised mixed waste management through gasification and valorisation of syngas for electricity or fuel
(hydrogen) production. Gasification facility is located on-site at the supermarket.
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exported. Sainsbury's supermarket has utilised the energy con-
verted from own food waste through AD managed by ReFood to
supply some of the store's energy demand (Sainsbury's, 2016). This
shows that there is a strong motivation from supermarket view-
point in driving such initiative in using renewable energy from food
waste.
Similar to Scenario 1, Scenario 2 (Fig. 5(b)) also presents a
partially decentralised waste management strategy (AS1), however
with particular focus on the production of transportation fuel
instead of electricity. This is an emerging scenario where a more
advanced AD facility is installed with biogas valorisation into fuels
or green gases such as methane and hydrogen. The transportation
fuels can be used in either compressed natural gas (CNG) vehicles
or hydrogen fuel cell electric vehicles, as alternatives to fossil fuels
(e.g. petrol, diesel). To obtain methane, biogas undergoes a series of
upgrading processes to remove trace contaminants and calorific
value adjustment to meet the vehicle fuel standards (Ryckebosch
et al., 2011). On the other hand, hydrogen can be obtained frombiogas through steam methane reforming process (Saur and
Milbrandt, 2014). CNG is an alternative fuel to diesel and the
application of CNG in vehicles is expected to increase due to the UK
government proposal in banning diesel and petrol cars by 2040.
Waitrose supermarket has launched the use of biomethane in their
modified Scania trucks, in partnership with biomethane supplier
CNG Fuels (CNG Fuels, 2017). With regard to hydrogen fuel, the
potential and popularity of hydrogen fuel cell cars (e.g. ToyotaMirai
and Hyundai ix35) in the UK is uncertain mainly due to the lack of
refuelling stations around the country. This strategy of using green
gases as transportation fuels aligns with The UK’s Clean Growth
Strategy and it is highly likely to be adopted in the near future.
Scenario 3 (Fig. 5(c)) presents a completely decentralised waste
management facility using gasification technology located adjacent
to a supermarket. Gasification is a flexible technology where it can
utilise mixed waste as feedstock and thus upstream segregation of
food waste at source is not needed. Gasification transforms mixed
waste into syngas, a valuable intermediate product which can be
subsequently converted into electricity and hydrogen. Scenario 3
Table 1
Basis for food and mixed waste generation from supermarket and households.
Specification Value
General assumption
Total number of households in the UK 27.2 million (Office for National Statistics, 2017)
Number of households in one community 10,000
Households Food Waste Mixed Waste
Total amount of waste from households in the UK per year 7.3 million t/y (WRAP, 2017a) 27.3 million t/y (DEFRA, 2018)
Amount of waste generated per household per year 0.268 t/y 1.004 t/y
Amount of waste generated in one community per year 2683.8 t/y 10,039.0 t/y
Supermarket
Amount of waste generated per store 85.2 t/y (i) 10,039.0 t/y (ii)
Note:
(i) It has been assumed that the food waste is generated from a store equivalent size to a Tesco Extra store. Only food waste
that is not safe for consumption has been accounted. The amount of food waste generated per store has been deduced from
the average space per store and average food sales per store. Details can be found in the Supplementary Data: Part A.
(ii) The data for mixed waste from the supermarket is confidential. It has been assumed that the amount of mixed waste
generated from a supermarket is equivalent to the amount of mixed waste generated from households in one community.
Table 2
Indicative capital and operating costs of AD and gasification plants in each scenario.
Specification Unit Scenario 1 Scenario 2 Scenario 3
AD-E AD-CH4/H2 GAS-E/H2
Capital cost £/t 102.5 (i) 361.8 (ii) 621.1 (iii)
million £ 0.284 1.002 12.47 (2.24) (iv)
Operating cost £/t 4.3 (i) 32.1 (ii) 60.0 (iii)
million £/y 0.0119 0.089 1.205 (0.217) (iv)
Note:
(i) The capital cost of AD is given at 4000 £/kW (Redman, 2010). The electricity
generation capacity for AD in the present case is 224.6 kWh/t of food waste which is
equivalent to 0.0256 kW/t of food waste, assuming 8760 operating hours per year.
Hence, the capital cost is 4000 £/kW  0.0256 kW/t ¼ 102.5 £/t of food waste. It has
been assumed that the operating cost of AD is contributed predominantly by its
maintenance cost. The maintenance cost of AD is estimated based on 2% of the total
capital cost while the maintenance cost of CHP is 0.01 £/kWh of electricity gener-
ation. Hence, the maintenance cost¼ (0.02 102.5£/t)þ (0.01 £/kWh 224.6 kWh/
t of food waste) ¼ 4.3 £/t.
(ii) Due to the lack of published information on the advanced AD with biomethane
and hydrogen production facilities, the corresponding indicative capital and oper-
ating costs have been assumed to be the average costs of AD with CHP and gasifi-
cation facilities. The costs assumed to be the same regardless of the product
generated.
(iii) Yassin et al. (2009) provides cost estimation for 50 kt/y and 100 kt/y gasification
facility, which are 28.8 million and 45 million V (2007), respectively. The costs have
been converted to £ (1 £¼ 1.4 V in 2007) and levelised to year 2017, i.e. 22.4 and
35.1 million £ for 50 kt/y and 100 kt/y gasification facility, respectively, using
Chemical Engineering Plant Cost Index (CEPCI) of 525.4 (2007) and 573.1 (2017).
Based on the cost and size information, a scale factor, R of 0.64 has been derived
using the equation (Cost 2/Cost 1) ¼ (Size 2/Size 1)R. In the present case, the gasi-
fication facility has a scale of 20 kt/y and hence the corresponding cost has been
estimated to be 12.47 million £ or 621.1 £/t. The operating cost is adopted from
Yassin et al. (2009). The costs assumed to be the same regardless of the product
generated.
(iv) The values in parenthesis represent the capital or operating cost of the system if
only food waste is used as the input instead of mixed waste. It has been assumed
that the food waste fraction (18%) is extracted from the mixed waste (DEFRA, 2008).
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completely separated from mixed waste, i.e. GAS-E, FW and GAS-
H2, FW.
4.3. Sustainability assessment
The three scenarios laid out in Section 4.2.3 have been evaluated
with respect to economic, environment and social dimensions of
sustainability with the objectives of presenting a pertinent and
viable case to the government, policy makers and investors. (Note:
The objective of this study is to present alternative strategies rather
than selecting the best performing scenario).
Basis:
In this study, it has been assumed that only source-segregated
food waste is used in AD for Scenarios 1 and 2 while mixed waste
is used in gasification for Scenario 3. The amount of waste available
for valorisation has been taken to be 2769 t/y of source-segregated
food waste (2683.8 t/y from households þ 85.2 t/y from super-
market) for both Scenarios 1 and 2, and 20,078 t/y of mixed waste
(10,039 t/y from households þ 10,039 t/y from supermarket) for
Scenario 3. It can be assumed that mixed waste consists of 18% of
food waste (DEFRA, 2008) and if all food waste fraction from the
mixed waste in Scenario 3 is extracted, 3614 t/y of food waste can
be obtained.
Only food waste (not drink waste) is considered in the analysis,
unless otherwise stated. Relatively large supermarkets have been
considered in this study, assuming that one supermarket can serve
an average community size of 10,000 households. A supermarket of
such a size is equivalent to a Tesco Extra store in the UK (i.e. average
store space of 6543m2 (Tesco, 2017)), which in most cases includes
a fuelling station, waste collection and recycling bins, and has
sufficient space to build a small to moderate scale waste processing
facility adjacent to it.
Table 1 summarises the basis for food and mixed waste gener-
ated from the supermarket and households.
4.3.1. Economic case
The indicative capital and operating costs of the waste valor-
isation facilities, i.e. AD and gasification, in each scenario have been
evaluated, shown in Table 2, based on 2769 t/y of food waste for
Scenarios 1 and 2, and 20,078 t/y of mixed waste for Scenario 3. The
results indicate that the orders of capital and operating costs of the
technologies, from the highest to lowest, are Scenario 3> Scenario
2> Scenario 1.
For a supermarket with store space equivalent to a Tesco Extra
store (i.e. average store space of 6543m2), the annual electricityconsumption has been estimated to be 3696.8MWh/y, assuming an
annual electricity consumption per unit store space of 565 kWh/m2
(Spyrou et al., 2011; Tesco, 2017). This corresponds to 0.48 million
£/y for the cost of electricity for one supermarket, assuming unit
electricity price of 12.88 p/kWh (BEIS, 2017a). Fig. 6(a) shows a
comparison of cost of electricity for a supermarket with and
without on-site electricity generation from waste. It has been
estimated that AD and gasification generate net electricity outputs
of 156.4 kWh/t of food waste and 685 kWh/t of mixed waste,
respectively (Young, 2010; Banks et al., 2011) (See Supplementary
Data: Part B for the calculation). This suggests that 432.9MWh/y of
net electricity output is generated from 2769 t/y of source-
Fig. 6. Economic cost-benefit analysis of integrated supermarket and waste valorisation facility scenarios. (a) annual cost of electricity for supermarket; (b) incentives received by
supermarket for handling and recovering energy from waste; (c) revenue from transportation fuel production.
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electricity output is generated from 20,078 t/y of mixed waste in
Scenario 3, which is then supplied to the supermarket, respectively.
This configuration in Scenario 1 has reduced the supermarket's
electricity dependency on the grid and hence the cost of electricity
of supermarket has been reduced by 11.7%. In Scenario 3, the
electricity generated from mixed waste is able to meet the
requirement of the supermarket (i.e. resulting in zero annual cost of
electricity or 0.48 million £/y of cost savings), while creating
10,056.6MWh/y of net surplus electricity which can be exported tothe national grid (i.e. creating a revenue of 1.3 million £/y). If the
food waste fraction (3614 t/y) is extracted from the mixed waste in
Scenario 3 (GAS-E, FW) and recovered to generate electricity, this
can reduce the fossil fuel based electricity from the grid by 67%
(Note: It has been assumed that same net electricity output per unit
of feedstock of 685 kWh/t can be achieved from gasification of
either food waste or mixed waste. It should be reminded that the
net electricity generation is highly dependent on the waste char-
acteristic and composition. Due to lack of published data, the
estimated benefit may be optimistic.)
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supermarket and it handles the waste collected from households,
then the supermarket will be entitled to receiving gate fees paid by
the local authority. The local authority pays the gate fees at
different rates depending on the treatment technologies. Currently,
AD facility received 29 £/t of waste treated, while Energy-from-
Waste (EfW) facility generally received 83 £/t (Note: These are
median values reported by WRAP (2017b)). The gate fee for gasi-
fication in this study has been assumed to be the same as EfW. RHI
is not applicable in the present context where biomethane is used
as transportation fuel since it is only eligible if biomethane is
injected into the grid or biogas is used directly for heat generation
(Ofgem, 2018a). The present analysis has also assumed that only
electricity generated (i.e. excluding heat) from AD is supplied to the
supermarket. The impacts and benefits attributed to gate fees, FiT
and disposal cost of digestate have been analysed for Scenarios 1
and 3, illustrated in Fig. 6(b).
The gate fees received in Scenarios 1 (AD-E, FW) and 3 (GAS-E,
MW) have been found to be 0.08 million £/y and 1.7 million £/y for
handling 2769 t/y of food waste and 20,078 t/y of mixed waste,
respectively. The installed capacity of AD is 71 kW (electricity
generation capacity of 224.6 kWh/t of food waste) and has a FiT
generation rate of 0.044 £/kWh (Ofgem, 2018b). The export tariff is
independent of the installed capacity and has a standard rate of
0.05 £/kWh (Ofgem, 2018b). This has resulted in a total of 0.049
million £/y of FiT (0.027 million £/y of generation tariff and 0.022
million £/y of export tariff) received by the AD facility owned by the
supermarket in Scenario 1.
The overall incentives received by the supermarket in Scenario
1, however, will be counteracted by the disposal cost of 0.651
million £/y to deal with 174.4 kt of digestate (the yield of digestate
has been estimated to be 63 t/t of food waste (Banks et al., 2011)
and the disposal cost of digestate has been assumed to be £3.73 per
tonne (WRAP, 2013b)). This has given rise to negative benefit on
Scenarios 1.
FiT is not applicable in Scenario 3 in the present context since
the installed capacity of the gasification facility is 1570 kW (i.e. only
CHP unit which generates less than 2 kWof electricity is eligible for
FiT under the current UK policy (Ofgem, 2016)). However, a hypo-
thetical case has been presented for Scenario 3 and it has provided
some insights if FiT (same rate as AD) is considered for large scale
gasification. Therefore, a total FiT of 0.9 million £/y (0.2 million £/y
of generation tariff and 0.7 million £/y of export tariff) is received by
the gasification facility owned by the supermarket in Scenario 3,
using a FiT generation rate of 0.151 £/kWh (for installed capacity
>500 kW) and export rate of 0.05 £/kWh.
If the food waste fraction (18%; 3614 t/y) is extracted from the
mixed waste in Scenario 3 (GAS-E, FW) and recovered for electricity
generation, the facility can receive FiT of 0.23 million £/y (0.1
million £/y of generation tariff and 0.13 million £/y of export tariff)
and gate fee of 0.3 million £/y. The gate fees received by EfW is 3
times higher compared to AD. As shown in Fig. 6(b), there is a
strongmotivation to increase the FiT and gate fees for AD in order to
be able to competewith EfW technologies and to recover the cost of
digestate disposal. Unfortunately, the AD at its current scale is not
eligible for CfD since it is lower than 5MWgenerating capacity, and
similarly for gasification. A more supportive scheme for incenti-
vising AD, e.g. by lowering the threshold of generating capacity of
5MW in CfD (as most AD plants are operated at smaller scale), is
needed in the UK to support the community-based waste man-
agement projects.
Fig. 6(c) illustrates the potential revenue that can be generated
from valorising waste into transportation fuels. The revenue
generated from hydrogen production is 4 times higher compared to
methane production despite the yield of methane (0.0351 t/t offood waste) is 3 times higher than hydrogen (0.0106 t/t of food
waste) (see Supplementary Data: Part B). This is mainly attributed
to the considerable higher market price of hydrogen (10 £/kg (ITM
Power, 2017)) compared to methane (0.7 £/kg (CNG Europe, 2017)).
The production of hydrogen using gasification technology in Sce-
nario 3 is higher and thus is more promising compared to AD in
Scenario 2.
If the electricity generated from AD or gasification is used to
supply the households’ electricity demand instead of the super-
market, the households can be benefited from renewable electricity
supplied from supermarket-based AD (Scenario 1) or gasification
(Scenario 3) with up to a maximum savings of 5.6e177.1 £/y on
electricity bills per household, presented in Table 3. In this case,
Scenario 3 is more compelling compared to Scenario 1 in terms of
the cost saving per household.
In the base case, two trucks (refuse collection vehicles) with
daily collection of waste from the supermarket and households to
the centralised waste management facility have been assumed. The
transportation cost of waste generally increases with the distance
from the source of waste to the waste valorisation facility (Ng and
Sadhukhan, 2011a, 2011b). The cost of fuel (diesel) has been esti-
mated to be 8135.4 £/y for 2 trucks (i.e. 4067.7 £/y per truck) to
transport 10,039 t/y of mixed waste over a total distance of 14,600
miles/y (round trips for 2 trucks, i.e. 7300 miles/y per truck) from
the source of waste to the centralised facility, shown in Table 4. The
cost of a truck is 130,000 £ (Leeds City Council, 2012).
4.3.2. Environmental case
Table 5(a) presents the GHG emissions associated with elec-
tricity consumption in one supermarket store and the potential
GHG saving if renewable electricity from waste is utilised within
the supermarket. Scenario 1 has shown 152.2 t CO2-eq/y of GHG
emissions can be avoided (i.e. 11.7% GHG savings compared to the
base case) while Scenario 3 with net surplus of electricity generated
has resulted in greater GHG emissions avoidance of 4835.1 t CO2-
eq/y (i.e. 1299.7 t CO2-eq/y of GHG emissions associated with
electricity consumption in the store can be avoided). This is
attributed to 4.4 times more electricity generated per unit feed-
stock from mixed waste gasification than food waste AD (See
Supplementary Data: Part B for the calculation) and thereby
achieving greater substitution for fossil fuel based electricity from
the grid. In the case where only the food waste fraction in mixed
waste is considered in Scenario 3, 67% of GHG savings can be
achieved. On the other hand, if the renewable electricity fromwaste
is supplied to the households, Scenario 3 achieves 44.4% GHG
savings (8% if food waste fraction is extracted from mixed waste)
compared to Scenario 1 with 1.4% GHG savings, as demonstrated in
Table 5(b).
With respect to GHG emission savings associated with
displacement of transportation fuel for heavy goods vehicles (HGV)
by renewable fuel, it has been estimated that a maximum of 128.3 t
CO2-eq/y of GHG emissions can be avoided per HGV truck with
annual fuel consumption of 40,208.3 kg/y (assuming annual dis-
tance of 187,500 km/y and average fuel consumption of vehicle of
0.214 kg/km (Cluzel et al., 2017)) if diesel fuelled HGV is fully
substituted with renewable fuels such as methane and hydrogen. A
GHG conversion factor of 3190.3 kg CO2-eq/t of diesel has been
adopted in the estimation (BEIS, 2017c).
The collection and transportation of waste from the source of
waste (supermarket/households) involves GHG emissions of
8865 kg CO2-eq/y for a truck (refuse collection vehicle) due to the
use of diesel. The amount of diesel use per truck has been estimated
to be 3317.85 L/y using the basis given in Table 4. A GHG conversion
factor of 2.672 kg CO2-eq/L of diesel has been adopted in the esti-
mation (BEIS, 2017c). If a centralised facility can be replaced by a
Table 3
Benefit for households from renewable electricity generation.










0 432.9 13,753.4 (2475.6) (iv)
Annual fossil fuel based electricity supplied from the grid for 1 community MWh/
y
31,000 (iii) 30,567.1 17,246.6 (28,524.4)
(iv)
Annual fossil fuel based electricity supplied from the grid for 1 household MWh/
y
3.1 3.06 1.72 (2.85) (iv)
Annual cost of electricity for 1 household £/y 399.3 399.3 399.3
Annual cost of electricity for 1 household considering the fraction of fossil fuel based electricity supply £/y 399.3 393.7 222.1 (367.4) (iv)
Maximum potential reduction in cost of electricity attributed to the supply of renewable electricity £/y 0.0 5.6 177.1 (31.9) (iv)
Note:
(i) Electricity from the grid has been assumed to be 100% sourced from fossil fuel.
(ii) 1 community is assumed to comprise 10,000 households.
(iii) The typical domestic consumption value (TDCV) per household in the UK is 3100 kWh/y (BEIS, 2017b).
(iv) The values in parenthesis represent the results if only food waste is used as the input instead of mixed waste. It has been assumed that the food waste fraction (18%) is
extracted from the mixed waste (DEFRA, 2008).
Table 4
Estimation of fuel consumption and costs for waste transportation from source of
waste (households/supermarket) to the centralised waste management facility.
Parameter Value Unit
Truck loading capacity 26 a t/truck
Average waste to be transported per day 27.5 b t/d
Number of rounds of transporting per day 1 c rounds/d
Amount of waste transported per truck per day 26 d t/truck-d
Number of trucks needed 2 e Truck
Distance (single trip) 10 f miles/single-trip
Distance (round trip) 20 g miles/round-trip
Total distance travelled per truck per day 20 miles/d
Total distance travelled for all trucks per day 40 miles/d
Total distance travelled for all trucks per year 14,600 h miles/y
Fuel consumption 0.4545 i L/miles
Total fuel use 6635.7 L/y
Unit cost of fuel 1.226 j £/L
Total cost of fuel per year 8135.4 £/y
Note:
a The loading capacity is equivalent to a Mercedes Atego truck (WRAP, 2010).
b This has been estimated by dividing the total waste to be transported by 365
days a year (i.e. waste is collected on a daily basis).
c This is an assumption.
d This has been estimated by truck loading capacityNumber of rounds of
transporting per day.
e This has been estimated by average waste to be transported per day ÷ amount of
waste transported per truck per day, and round up to the nearest integer.
f The centralised waste management facility is assumed to be located 10 miles
away from the source of waste.
g The truck travels the same distance to and fro the source of waste to the cen-
tralised waste management facility.
h The truck runs 365 days per year.
i Fuel consumption is reported at 10 mpg (1 mpg¼ 2.2 miles/L) (WRAP, 2010).
j Diesel price valid in March 2018 (AA, 2018).
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from waste, 8865 kg CO2-eq/y of GHG emissions from a refuse
collection vehicle can be avoided.
4.3.3. Social case
Public intervention can occur at waste separation and collection
stages as well as planning and operational phases of the waste
management infrastructure (Chang and Pires, 2015; Iacovidou
et al., 2017b). In the present context, the following social aspects
have been assessed.
Social function and equity and level of involvement e This is
associated with the convenience and monetary benefits and im-
pacts in relation to the local residents resulting from theimplementation of decentralised waste valorisation at the super-
market. The proposed decentralised strategies involve partial and
complete disconnection of waste collection services provided by
the local authority. This suggests that either residents or super-
market may need to take up the responsibility of transporting
waste from households to the supermarket. Such community-
based approach would enhance residents’ awareness and level of
participation in waste management.
Health and safety e The implementation of waste management
facility at the supermarket such as AD and gasification must
conform to the regulations imposed by the Environmental Permit-
ting (England and Wales) Regulations 2010, Industrial Emissions
Directive 2010/75/EU, Animal By-Product Regulations (particularly for
AD) and Duty of Care (Ashurst, 2016; The Official Information Portal
on Anaerobic Digestion, 2018). Risk assessment has to be conducted
based on the regulations set out by the UK Health and Safety Ex-
ecutive (HSE).
Job creation e Investing new resource recovery from waste
infrastructure promotes job creation in green industry. The job
creation potential is dependent on the capacity, sophistication and
level of automation of the waste management facility (SITA UK,
2012). Based on these factors, Scenarios 1 and 2 with smaller
scale decentralised AD facility is expected to involve less number of
workers compared to a larger scale gasification facility in Scenario
3. SITA has estimated that approximately 4000e6000 of direct jobs
and 6000e8000 of indirect jobs can potentially be created if new
infrastructure is invested in the organic treatment and EfW sectors
throughout the UK (SITA UK, 2012).
5. Conclusions
This paper has presented a systematic STARR framework for
sustainable resource recovery and valorisation strategies, which
has incorporated the circular economy, industrial ecology and
design for sustainability principles. The challenges and opportu-
nities of adopting an integrated and collaborative approach in
waste management has been explored with the aim of enhancing
interaction among the commercial, domestic and waste manage-
ment sectors. Decentralised waste processing strategies using AD
and gasification in unlocking the full potential of resource recovery
from waste have been investigated. In particular, this study has
examined in detail the potential of utilising source-segregated food
waste as well as mixed waste from the domestic (i.e. households)
and commercial (i.e. supermarket) sectors in an on-site waste
Table 5
Avoided GHG emissions from (a) supermarket; (b) households attributed to utilisation of renewable electricity generated from waste as a substitute for fossil fuels.
(a)






Annual fossil based electricity demand from the grid for 1 supermarket store MWh/y 3696.8 3263.9 10,056.6
(1221.2) (ii)
GHG emissions associated with electricity consumption in 1 supermarket store t CO2-
eq/y
1299.7 1147.4 3535.5 (429.3)
(ii)
Avoided GHG emissions from 1 supermarket store attributed to the utilisation of renewable electricity generated
from waste as a substitute for fossil fuels
t CO2-
eq/y
0 152.2 4835.1 (870.3)
(ii)
(b)






Annual fossil based electricity demand from the grid for 1 household MWh/y 3.1 3.06 1.72 (2.85)
(ii)
GHG emissions associated with electricity consumption in 1 household t CO2-
eq/y
1.09 1.07 0.61 (1.0) (ii)
Avoided GHG emissions from 1 household attributed to the utilisation of renewable electricity generated from waste






(i) Electricity from the grid has been assumed to be 100% sourced from fossil fuel.
(ii) The values in parenthesis represent the results if only food waste is used as the input instead of mixed waste. It has been assumed that the food waste fraction (18%) is
extracted from the mixed waste (DEFRA, 2008).
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electricity and transportation fuels.
Complementary to the existing literature on food waste man-
agement, the present study has contributed to the following. The
review of policies has indicated that: (i) the waste management
policies in the UK are heavily influenced by the EU Waste Frame-
work Directive; (ii) food waste collection and reduction are not
standardised throughout the UK; and (iii) energy recovery from
waste is the preferred option in the UK. The multilevel system
analysis has revealed the availability of food waste that can
potentially be used for resource recovery and valorisation at the
national level (the UK), community level (households) and organ-
isational level (supermarket). The economic and environmental
cost-benefit analyses have shown that the completely decentral-
ised mixed waste gasification strategy can achieve greater elec-
tricity cost savings and GHG emission savings compared to the
partially decentralised food waste AD strategy, while GHG emis-
sions attributed to the collection and transportation of waste can
also be avoided. Decentralised wastemanagement strategies can be
adapted accordingly based on the availability of waste feedstock at
local community, capacity of waste valorisation facility, distance of
waste transportation, value of product generation and fiscal in-
centives. From the social perspectives, introducing a community-
based approach in waste management can create job opportu-
nities at local level and promote higher participation of various
stakeholders in the community.
Theoretical implications: The findings have shown various eco-
nomic, environmental and social benefits of undertaking a circular
economy approach, with systems thinking at its core, in addressing
waste problems. Appropriate strategies for waste management and
valorisation enables minimisation of the cost and GHG emission
impacts associated with the collection, transportation, processing
and disposal of waste. Therefore, the proposed STARR framework
has important implications in terms of creating a more sustainable
waste management model.
The following recommendations can be considered to createappropriate strategy and delivery plan to unlock the full potential of
resource recovery from waste and promote green growth.
(i) A collaborative approach can be adopted through redistri-
bution of responsibility among the local authorities, waste
management companies and local communities. This offers a
wide range of benefits to all parties from a whole system
standpoint.
(ii) Small-scale decentralised waste valorisation facilities are
benefited from minimum transportation cost. Nevertheless,
it is advisable to investigate the economies of scale and
trade-offs of such strategy on a case-by-case basis.
(iii) Supermarkets should consider publishing a comprehensive
and transparent set of food waste as well as adopting a sys-
tematic circular and technological approach in addressing
food waste problem.
(iv) It is imperative to introduce a more supportive incentive
scheme for AD technology in the UK. More technology suc-
cess and failure evidences for gasification are needed to
formulate a supportive incentive scheme for the technology.
Practical implications: This research has important implications
to the society in terms of promoting resource recovery and increase
diversion of waste from landfill through a collaborative approach.
Recovering and valorising food waste at community level enables
production of cleaner and affordable energy to the local commu-
nity. This research has informed decision-making in terms of
alternative decentralised waste recovery/valorisation strategy us-
ing a circular model that can be considered in the UK as compared
to the conventional centralised management strategy using a linear
model.
Acknowledgement
This work was supported by the Natural Environment Research
Council (NE/R012938/1) through the NERC/NPIF Industrial
K.S. Ng et al. / Journal of Cleaner Production 227 (2019) 248e262 261Innovation Fellowship Programme.
We also gratefully acknowledge Dr Jose Miguel Bermúdez
Menendez from the UK Department for Business, Energy & In-
dustrial Strategy (BEIS) for sharing his insights to the government
policies and incentives relevant to waste management and
renewable energy production.Appendix A. Supplementary data
Supplementary data related to this article can be found at
https://doi.org/10.1016/j.jclepro.2019.04.136.References
Achinas, S., Achinas, V., Euverink, G.J.W., 2017. A technological overview of biogas
production from biowaste. Engineering 3 (3), 299e307.
Ashurst, 2016. UK waste gasification. Energysource Issue 17. https://www.ashurst.
com/en/news-and-insights/insights/energysource—issue-17—6—uk-waste-
gasification/. (Accessed 1 May 2018).
AA, 2018. March 2018 Fuel Prices. http://www.theaa.com/driving-advice/driving-
costs/fuel-prices. (Accessed 4 May 2018).
Banks, C.J., Chesshire, M., Heaven, S., Arnold, R., 2011. Anaerobic digestion of source-
segregated domestic food waste: performance assessment by mass and energy
balance. Bioresour. Technol. 102 (2), 612e620.
British Standards Institution, 2011. PAS 2050:2011: Specification for the Assessment
of the Life Cycle Greenhouse Gas Emissions of Goods and Services. http://shop.
bsigroup.com/upload/shop/download/pas/pas2050.pdf. (Accessed 3 February
2019).
Brunner, P.H., Rechberger, H., 2004. Practical Handbook of Material Flow Analysis.
CRC Press, Florida.
Chang, N.-B., Pires, A., 2015. Sustainable Solid Waste Management: A Systems En-
gineering Approach. IEEE Press, Wiley, Hoboken, New Jersey.
Clift, R., Druckman, A., 2015. Taking Stock of Industrial Ecology. Springer,
Switzerland.
Cluzel, C., Duboviks, V., Lyons, S., 2017. Independent Assessment of the Benefits of
Supplying Gas for Road Transport from the Local Transmission System: Final




CNG Europe, 2017. Great Britain CNG Average Price. http://cngeurope.com/
countries/great-britain/. (Accessed 26 April 2018).
CNG Fuels, 2017. Waitrose Launches Europe's First Fleet of Renewable Biomethane
CNG-Fuelled Trucks with Game-Changing 500-mile Range, 9 February 2017.
https://www.cngfuels.com/newsroom/game-changing-500-mile-range-bio-
methane/. (Accessed 25 April 2018).
Cobo, S., Dominguez-Ramos, A., Irabien, A., 2018. From linear to circular integrated
waste management systems: a review of methodological approaches. Resour.
Conserv. Recycl. 135, 279e295.
Department for Business, Energy and Industrial Strategy (BEIS), 2017a. Quarterly
Energy Prices, December 2017. https://www.gov.uk/government/uploads/
system/uploads/attachment_data/file/669970/Tables.pdf. (Accessed 25 April
2018).
Department for Business, Energy & Industrial Strategy (BEIS), 2017b. National En-
ergy Efficiency Data-Framework (NEED) Report: Summary of Analysis 2017.
https://www.gov.uk/government/statistics/national-energy-efficiency-data-
framework-need-report-summary-of-analysis-2017. (Accessed 28 April 2018).
Department for Business Energy and Industrial Strategy (BEIS), 2017c. Greenhouse
Gas Reporting: Conversion Factors 2017. https://www.gov.uk/government/
publications/greenhouse-gas-reporting-conversion-factors-2017. (Accessed 2
May 2018).
Department for Environment, Food and Rural Affairs (DEFRA), 2008. Municipal
Waste Composition: Review of Municipal Waste Component Analyses -
WR0119. http://randd.defra.gov.uk/Default.aspx?Menu¼Menu&Module¼
More&Location¼None&Completed¼1&ProjectID¼15133. (Accessed 3 July
2018).
Department for Environment, Food and Rural Affairs (DEFRA), 2011. Anaerobic
Digestion Strategy and Action Plan. https://www.gov.uk/government/uploads/
system/uploads/attachment_data/file/69400/anaerobic-digestion-strat-action-
plan.pdf. (Accessed 27 February 2018).
Department for Environment, Food and Rural Affairs (DEFRA), 2013. Environmental
Reporting Guidelines: Including Mandatory Greenhouse Gas Emissions
Reporting Guidance. https://assets.publishing.service.gov.uk/government/
uploads/system/uploads/attachment_data/file/206392/pb13944-env-
reporting-guidance.pdf. (Accessed 18 January 2019).
Department for Environment, Food and Rural Affairs (DEFRA), 2017. Food Statistics
Pocketbook 2016. https://www.gov.uk/government/uploads/system/uploads/
attachment_data/file/608426/foodpocketbook-2016report-rev-12apr17.pdf.
(Accessed 15 February 2018).
Department for Environment, Food & Rural Affairs (DEFRA), 2018. UK Statistics onWaste. https://assets.publishing.service.gov.uk/government/uploads/system/
uploads/attachment_data/file/683051/UK_Statisticson_Waste_statistical_
notice_Feb_2018_FINAL.pdf. (Accessed 26 April 2018).
Department for Transport, 2011. Renewable Transport Fuels Obligation. http://
webarchive.nationalarchives.gov.uk/20110504042805/http://www.dft.gov.uk/
pgr/sustainable/biofuels/rtfo/. (Accessed 27 April 2018).
Ellen MacArthur Foundation, 2014. Towards the Circular Economy: Accelerating the
Scale-Up across Global Supply Chains. World Economic Forum. http://www3.
weforum.org/docs/WEF_ENV_TowardsCircularEconomy_Report_2014.pdf.
(Accessed 29 January 2019).
European Commission, 1999. Council Directive 1999/31/EC of 26 April 1999 on the
Landfill of Waste. http://eur-lex.europa.eu/legal-content/EN/ALL/?uri¼CELEX:
31999L0031. (Accessed 13 February 2018).
European Commission, 2008. Directive 2008/98/EC of the European Parliament and
of the Council of 19 November 2008 on Waste and Repealing Certain Directives.
http://eur-lex.europa.eu/legal-content/EN/TXT/?uri¼celex%3A32008L0098.
(Accessed 12 February 2018).
European Commission, 2011. Communication from the Commission to the Euro-
pean Parliament, the Council, the European Economic and Social Committee
and the Committee of the Regions: Roadmap to a Resource Efficient Europe
(COM/2011/0571) final. http://eur-lex.europa.eu/legal-content/EN/TXT/?
uri¼CELEX:52011DC0571. (Accessed 12 February 2018).
European Parliament, 2017. Towards a Circular Economy - Waste Mmanagement in
the EU. http://www.europarl.europa.eu/RegData/etudes/STUD/2017/581913/
EPRS_STU%282017%29581913_EN.pdf. (Accessed 5 September 2018).
European Parliament, 2018. Directive (EU) 2018/851 of the European Parliament
and of the Council of 30 May 2018 Amending Directive 2008/98/EC on Waste.
Official Journal of the European Union. L150/109. https://eur-lex.europa.eu/
legal-content/EN/TXT/PDF/?uri¼OJ:L:2018:150:FULL&from¼EN. (Accessed 3
September 2018).
Filimonau, V., Gherbin, A., 2017. An exploratory study of food waste management
practices in the UK grocery retail sector. J. Clean. Prod. 167, 1184e1194.
Gorecki, P.K., Acheson, J., Lyons, S., 2010. An Economic Approach to Municipal Waste
Management Policy in Ireland. The Economic and Social Research Institute,
Dublin. https://www.esri.ie/pubs/SUSTAT030.pdf. (Accessed 21 September
2018).
Halloran, A., Clement, J., Kornum, N., Bucatariu, C., Magid, J., 2014. Addressing food
waste reduction in Denmark. Food Policy 49, 294e301.
HM Government, 2017. The Clean Growth Strategy: Leading the Way to a Low
Carbon Future. https://www.gov.uk/government/publications/clean-growth-
strategy. (Accessed 6 February 2018).
HM Government, 2018. Our Waste, Our Resources: A Strategy for England. https://
www.gov.uk/government/publications/resources-and-waste-strategy-for-
england. (Accessed 16 January 2019).
Hogg, D., Jones, P., Crosswell, S., 2016. The Real Economic Benefit of Separate Bio-
waste Collections: A Business Case. Eunomia Research & Consulting Ltd and
Renewable Energy Association. http://www.eunomia.co.uk/reports-tools/the-
real-economic-benefit-of-separate-biowaste-collections/. (Accessed 19
September 2018).
House of Commons (The Environment, Food and Rural Affairs Committee), 2017.
Food Waste in England. Eighth Report of Session 2016e17. https://publications.
parliament.uk/pa/cm201617/cmselect/cmenvfru/429/429.pdf. (Accessed 27
February 2018).
Hu, M., Guo, D., Ma, C., Hu, Z., Zhang, B., Xiao, B., Luo, S., Wang, J., 2015. Hydrogen-
rich gas production by the gasification of wet MSW (municipal solid waste)
coupled with carbon dioxide capture. Energy 90, 857e863.
Iacovidou, E., Millward-Hopkins, J., Busch, J., Purnell, P., Velis, C.A., Hahladakis, J.N.,
Zwirner, O., Brown, A., 2017a. A pathway to circular economy: developing a
conceptual framework for complex value assessment of resources recovered
from waste. J. Clean. Prod. 168, 1279e1288.
Iacovidou, E., Velis, C.A., Purnell, P., Zwirner, O., Brown, A., Hahladakis, J., Millward-
Hopkins, J., Williams, P.T., 2017b. Metrics for optimising the multi-dimensional
value of resources recovered fromwaste in a circular economy: a critical review.
J. Clean. Prod. 166, 910e938.
ITM Power, 2017. ITM Power Signs Hydrogen Fuel Contract with Honda (UK). http://
www.itm-power.com/news-item/itm-power-signs-hydrogen-fuel-contract-
with-honda-uk. (Accessed 26 April 2018).
Karmee, S.K., Lin, C.S.K., 2014. Valorisation of food waste to biofuel: current trends
and technological challenges. Sustain. Chem. Process. 2 (1), 22e25.
Leeds City Council, 2012. Refuse Collection Vehicle Replacements. http://
democracy.leeds.gov.uk/mgConvert2PDF.aspx?ID¼66174. (Accessed 4 May
2018).
Lin, C.S.K., Pfaltzgraff, L.A., Herrero-Davila, L., Mubofu, E.B., Abderrahim, S.,
Clark, J.H., Koutinas, A.A., Kopsahelis, N., Stamatelatou, K., Dickson, F.,
Thankappan, S., Mohamed, Z., Brocklesby, R., Luque, R., 2013. Food waste as a
valuable resource for the production of chemicals, materials and fuels. Current
situation and global perspective. Energy Environ. Sci. 6 (2), 426e464.
Liu, G., Müller, D.B., 2013. Mapping the global journey of anthropogenic aluminium:
a trade-linked multilevel material flow analysis. Environ. Sci. Technol. 47 (20),
11873e11881.
Luque, R., Clark, J.H., 2013. Valorisation of food residues: waste to wealth using
green chemical technologies. Sustain. Chem. Process. 1 (1), 10e12.
Lyndhurst, Brook, 2010. Enhancing Participation in Kitchen Waste Collections. Defra
Waste & Resources Evidence Programme (WR0209). Technical Report. www.
wastewatchorg.uk. (Accessed 2 October 2018).




Ng, K.S., Sadhukhan, J., 2011a. Process integration and economic analysis of bio-oil
platform for the production of methanol and combined heat and power.
Biomass Bioenergy 35 (3), 1153e1169.
Ng, K.S., Sadhukhan, J., 2011b. Techno-economic performance analysis of bio-oil
based Fischer-Tropsch and CHP synthesis platform. Biomass Bioenergy 35 (7),
3218e3234.
Ng, K.S., Zhang, N., Sadhukhan, J., 2013. Techno-economic analysis of polygeneration
systems with carbon capture and storage and CO2 reuse. Chem. Eng. J. 219,
96e108.
Ng, K.S., Head, I., Premier, G.C., Scott, K., Yu, E., Lloyd, J., Sadhukhan, J., 2016.
A multilevel sustainability analysis of zinc recovery from wastes. Resour. Con-
serv. Recycl. 113, 88e105.
Ng, D.K.S., Ng, K.S., Ng, R.T.L., 2017. Integrated biorefineries. In: Abraham, M.A. (Ed.),
Encyclopedia of Sustainable Technologies. Elsevier, pp. 299e314.
Nistico, R., Evon, P., Labonne, L., Vaca-Medina, G., Montoneri, E., Vaca-Garcia, C.,
Negre, M., 2017. Post-harvest tomato plants and urban food wastes for
manufacturing plastic films. J. Clean. Prod. 167, 68e74.
Office for National Statistics, 2017. Families and Households. https://www.ons.gov.
uk/peoplepopulationandcommunity/birthsdeathsandmarriages/families/
bulletins/familiesandhouseholds/2017. (Accessed 26 April 2018).
Ofgem, 2016. Feed-in Tariff: Guidance for Renewable Installations (Version 10. ).
https://www.ofgem.gov.uk/system/files/docs/2016/02/feed-in_tariff_guidance_
for_renewable_installations_v10_0.pdf. (Accessed 24 September 2018).
Ofgem, 2018a. Non-domestic renewable heat incentive (RHI). Guidance Volume 1:
Eligibility and How to Apply, Version 10. https://www.ofgem.gov.uk/system/
files/docs/2018/06/guidance_volume_1_june_2018.pdf. (Accessed 24
September 2018).
Ofgem, 2018b. Feed-in Tariff (FiT) Generation & Export Payment Rate Table. https://
www.ofgem.gov.uk/system/files/docs/2018/01/fit_tariff_table-_january_2018.
pdf. (Accessed 27 April 2018).
Patsalou, M., Menikea, K.K., Makri, E., Vasquez, M.I., Drouza, C., Koutinas, M., 2017.
Development of a citrus peel-based biorefinery strategy for the production of
succinic acid. J. Clean. Prod. 166, 706e716.
Pleissner, D., 2016. Decentralized utilization of wasted organic material in urban
areas: a case study in Hong Kong. Ecol. Eng. 86, 120e125.
Priestley, S., 2016. Food Waste: Briefing Paper Number CBP07552. House of Com-
mons Library. http://researchbriefings.parliament.uk/ResearchBriefing/
Summary/CBP-7552#fullreport. (Accessed 6 February 2018).
Redman, G., 2010. A Detailed Economic Assessment of Anaerobic Digestion Tech-
nology and its Suitability to UK Farming and Waste Systems. The Andersons
Centre. http://www.organics-recycling.org.uk/uploads/category1060/10-010%
20FINAL_Andersons_NNFCC_AD2010.pdf. (Accessed 26 April 2018).
Righi, S., Oliviero, L., Pedrini, M., Buscaroli, A., Della Casa, C., 2013. Life cycle
assessment of management systems for sewage sludge and food waste:
centralized and decentralized approaches. J. Clean. Prod. 44, 8e17.
Ryckebosch, E., Drouillon, M., Vervaeren, H., 2011. Techniques for transformation of
biogas to biomethane. Biomass Bioenergy 35 (5), 1633e1645.
Sadhukhan, J., Ng, K.S., Martinez-Hernandez, E., 2014. Biorefineries and Chemical
Processes: Design, Integration and Sustainability Analysis. Wiley, Chichester.
Sainsbury’s, 2016. Sainsbury's Stores Go Green by Turning Food Waste into Energy,
5 May 2016. https://www.about.sainsburys.co.uk/news/latest-news/2016/05-
05-2016. (Accessed 25 April 2018).
Santoyo-Castelazo, E., Azapagic, A., 2014. Sustainability assessment of energy sys-
tems: integrating environmental, economic and social aspects. J. Clean. Prod.
80, 119e138.
Saur, G., Milbrandt, A., 2014. Renewable Hydrogen Potential from Biogas in the
United States. NREL. NREL/TP-5400-60283. https://www.nrel.gov/docs/
fy14osti/60283.pdf. (Accessed 24 April 2018).Schanes, K., Dobernig, K., G€ozet, B., 2018. Food waste matters - a systematic review
of household food waste practices and their policy implications. J. Clean. Prod.
182, 978e991.
Scheinberg, A., Wilson, D.C., Rodic, L., 2010. Solid Waste Management in the World's
Cities. Earthscan for UN-Habitat, London, UK.
SITA, U.K., 2012. Driving Green Growth: the Role of Waste Management Industry
and the Circular Economy. http://www.sita.co.uk/wp-content/uploads/2017/08/
DrivingGreenGrowth-SITAUK-120423.pdf. (Accessed 5 May 2018).
Spyrou, M., Cooka, M.J., Shanksa, K., Leeb, R., Conlinb, J., 2011. Energy consumption
prediction models for the retail sector. In: CIBSE Technical Symposium, 6e7
September. De Montfort University, Leicester UK.
Stahel, W.R., 2016. Circular economy. Nature 531, 435e438.
Tesco, 2017. Tesco Annual Report and Financial Statements 2017. https://www.
tescoplc.com/investors/reports-results-and-presentations/annual-report-2017/.
(Accessed 15 February 2018).
Tesco, 2018. How We Calculate the Food Waste Figure e UK. https://www.tescoplc.
com/little-helps-plan/reports-and-policies/how-we-calculate-the-food-waste-
figure-uk/. (Accessed 11 September 2018).
The Official Information Portal on Anaerobic Digestion, 2018. Regulation. http://
www.biogas-info.co.uk/about/regulation/. (Accessed 1 May 2018).
The Stationery Office, 2014. The Contracts for Difference (Definition of Eligible
Generator) Regulations 2014 No. 2010. http://www.legislation.gov.uk/uksi/
2014/2010/pdfs/uksi_20142010_en.pdf. (Accessed 25 September 2018).
United Nations, 2015. Transforming Our World: the 2030 Agenda for Sustainable
Development. https://www.un.org/sustainabledevelopment/development-
agenda/. (Accessed 9 April 2019).
Van de Klundert, A., Anschütz, J., 2001. Integrated Sustainable Waste Management
e the Concept. WASTE, Gouda, the Netherlands. http://www.waste.nl/sites/
waste.nl/files/product/files/tools_iswm_concept_eng1.pdf. (Accessed 18
September 2018).
Venus, J., Fiore, S., Demichelis, F., Pleissner, D., 2018. Centralized and decentralized
utilization of organic residues for lactic acid production. J. Clean. Prod. 172,
778e785.
Wilson, D.C., Velis, C.A., Rodic, L., 2013. Integrated sustainable waste management in
developing countries. Waste. Resour. Manage. 166 (WR2), 52e68.
William McDonough & Partners, 1992. The Hannover Principles: Design for Sus-
tainability. https://www.mcdonough.com/wp-content/uploads/2013/03/
Hannover-Principles-1992.pdf. (Accessed 21 January 2019).
World Resources Institute and World Business Council for Sustainable Develop-
ment, 2004. The Greenhouse Gas Protocol: A Corporate Accounting and
Reporting Standard. http://pdf.wri.org/ghg_protocol_2004.pdf. (Accessed 3
February 2019).
WRAP, 2010. Waste Collection Vehicle Fuel Efficiency Trial. http://www.wrap.org.
uk/sites/files/wrap/WRAP%20FH%20and%20Premier%20Trial%20Draft%
20Report%20Final%20for%20approval%2006_07_10%20HG.pdf. (Accessed 4 May
2018).
WRAP, 2013a. Methods Used for Household Food and Drink Waste in the UK 2012.
http://www.wrap.org.uk/sites/files/wrap/Methods%20Annex%20Report%20v2.
pdf. (Accessed 11 September 2018).
WRAP, 2013b. A Survey of the UK Anaerobic Digestion Industry in 2013. http://
www.wrap.org.uk/sites/files/wrap/A_survey_of_the_UK_Anaerobic_Digestion_
industry_in_2013.pdf. (Accessed 16 August 2018).
WRAP, 2017a. Estimates of Food Surplus and Waste Arisings in the UK. www.wrap.
org.uk. (Accessed 6 February 2018).
WRAP, 2017b. Comparing the Costs of Waste Treatment Options. Gate Fees Report
2016/17. http://www.wrap.org.uk/sites/files/wrap/Gate%20Fees%20report%
202017_FINAL_clean.pdf. (Accessed 27 April 2018).
Yassin, L., Lettieri, P., Simons, S.J.R., Germana, A., 2009. Techno-economic perfor-
mance of energy-from-waste fluidized bed combustion and gasification pro-
cesses in the UK context. Chem. Eng. J. 146 (3), 315e327.
Young, G.C., 2010. Municipal Solid Waste to Energy Conversion Processes; Eco-
nomic, Technical, and Renewable Comparison. Wiley, Hoboken, New Jersey.
